








Hands/feet protection

Wear chemical protective gloves, e.g. PVC. 
Wear safety footwear or safety gumboots, e.g. Rubber 
When handling corrosive liquids, wear trousers or overalls outside of boots, to avoid spills entering boots. 

NOTE:
The material may produce skin sensitisation in predisposed individuals. Care must be taken, when removing gloves and other protective equipment, to avoid
all possible skin contact. 
Contaminated leather items, such as shoes, belts and watch-bands should be removed and destroyed. 

The selection of suitable gloves does not only depend on the material, but also on further marks of quality which vary from manufacturer to manufacturer.

Body protection See Other protection below

Other protection

Overalls. 
PVC Apron. 
PVC protective suit may be required if exposure severe. 
Eyewash unit. 
Ensure there is ready access to a safety shower. 

Thermal hazards Not Available

Recommended material(s)
GLOVE SELECTION INDEX

Glove selection is based on a modified presentation of the:
 "Forsberg Clothing Performance Index".
 The effect(s) of the following substance(s) are taken into account in the  computer-
generated selection:          
Z-Poxy (Part B) Not Available

Material CPI

* CPI - Chemwatch Performance Index
A: Best Selection
B: Satisfactory; may degrade after 4 hours continuous immersion
C: Poor to Dangerous Choice for other than short term immersion
NOTE: As a series of factors will influence the actual performance of the glove, a final
selection must be based on detailed observation. -
* Where the glove is to be used on a short term, casual or infrequent basis, factors such as
"feel" or convenience (e.g. disposability), may dictate a choice of gloves which might otherwise
be unsuitable following long-term or frequent use. A qualified practitioner should be consulted.

Respiratory protection
Type AK-P Filter of sufficient capacity. (AS/NZS 1716 & 1715, EN 143:2000 & 149:2001, ANSI
Z88 or national equivalent)

Where the concentration of gas/particulates in the breathing zone, approaches or exceeds the
"Exposure Standard" (or ES), respiratory protection is required.
Degree of protection varies with both face-piece and Class of filter; the nature of protection
varies with Type of filter.

Required Minimum
Protection Factor

Half-Face
Respirator

Full-Face
Respirator

Powered Air
Respirator

up to 10 x ES AK-AUS P2 - AK-PAPR-AUS /
Class 1 P2

up to 50 x ES - AK-AUS / Class
1 P2 -

up to 100 x ES - AK-2 P2 AK-PAPR-2 P2 ^

^ - Full-face
A(All classes) = Organic vapours, B AUS or B1 = Acid gasses, B2 = Acid gas or hydrogen
cyanide(HCN), B3 = Acid gas or hydrogen cyanide(HCN), E = Sulfur dioxide(SO2), G =
Agricultural chemicals, K = Ammonia(NH3), Hg = Mercury, NO = Oxides of nitrogen, MB =
Methyl bromide, AX = Low boiling point organic compounds(below 65 degC)

SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

Information on basic physical and chemical properties

Appearance Pale to dark yellow liquid with ammonia odor; does not mix with water.

Physical state Liquid Relative density (Water = 1) 1.28

Odour Not Available Partition coefficient
n-octanol / water Not Available

Odour threshold Not Available Auto-ignition temperature
(°C) Not Available

pH (as supplied) >7 Decomposition
temperature Not Available

Melting point / freezing
point (°C) Not Available Viscosity (cSt) 700

Initial boiling point and
boiling range (°C) >103 Molecular weight (g/mol) Not Applicable

Flash point (°C) Not Available Taste Not Available

Evaporation rate Not Available Explosive properties Not Available

Flammability Not Available Oxidising properties Not Available

Upper Explosive Limit (%) Not Available Surface Tension (dyn/cm or
mN/m) Not Available

Lower Explosive Limit (%) Not Available Volatile Component (%vol) Not Available

Vapour pressure (kPa) Negligible Gas group Not Available

Solubility in water (g/L) Partly miscible pH as a solution (1%) Not Available

Vapour density (Air = 1) Not Available VOC g/L Not Available

SECTION 10 STABILITY AND REACTIVITY

Reactivity See section 7

Chemical stability
Unstable in the presence of incompatible materials.
Product is considered stable.
Hazardous polymerisation will not occur.
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Legend:  – Data required to make classification available
 – Data available but does not fill the criteria for classification
 – Data Not Available to make classification

Possibility of hazardous
reactions See section 7

Conditions to avoid See section 7

Incompatible materials See section 7

Hazardous decomposition
products See section 5

SECTION 11 TOXICOLOGICAL INFORMATION

Information on toxicological effects

Inhaled

Inhalation of epoxy resin amine hardeners (including polyamines and amine adducts) may produce bronchospasm and coughing episodes lasting several days
after cessation of the exposure. Even faint traces of these vapours may trigger an intense reaction in individuals showing "amine asthma".
Inhalation of amine vapours may cause irritation of the mucous membrane of the nose and throat, and lung irritation with respiratory distress and cough.
Swelling and inflammation of the respiratory tract is seen in serious cases; with headache, nausea, faintness and anxiety.
Inhalation of aerosols (mists, fumes), generated by the material during the course of normal handling, may be damaging to the health of the individual.

Ingestion

Accidental ingestion of the material may be harmful; animal experiments indicate that ingestion of less than 150 gram may be fatal or may produce serious
damage to the health of the individual.
The material can produce chemical burns within the oral cavity and gastrointestinal tract following ingestion.
Ingestion of amine epoxy-curing agents (hardeners) may cause severe abdominal pain, nausea, vomiting or diarrhoea. The vomitus may contain blood and
mucous.
Amines without benzene rings when swallowed are absorbed throughout the gut. Corrosive action may cause damage throughout the gastrointestinal tract.

Skin Contact

Skin contact with the material may be harmful; systemic effects may result following absorption.
The material can produce chemical burns following direct contact with the skin.
Amine epoxy-curing agents (hardeners) may produce primary skin irritation and sensitisation dermatitis in predisposed individuals. Cutaneous reactions
include erythema, intolerable itching and severe facial swelling.
Open cuts, abraded or irritated skin should not be exposed to this material
Entry into the blood-stream, through, for example, cuts, abrasions or lesions, may produce systemic injury with harmful effects. Examine the skin prior to the use
of the material and ensure that any external damage is suitably protected.

Eye

The material can produce chemical burns to the eye following direct contact. Vapours or mists may be extremely irritating.
If applied to the eyes, this material causes severe eye damage.

The vapour when concentrated has pronounced eye irritation effects and this gives some warning of high vapour concentrations. If eye irritation occurs seek to
reduce exposure with available control measures, or evacuate area.
Vapours of volatile amines irritate the eyes, causing excessive secretion of tears, inflammation of the conjunctiva and slight swelling of the cornea, resulting in
"halos" around lights.

Chronic

Repeated or prolonged exposure to corrosives may result in the erosion of teeth, inflammatory and ulcerative changes in the mouth and necrosis (rarely) of the
jaw. Bronchial irritation, with cough, and frequent attacks of bronchial pneumonia may ensue.
Skin contact with the material is more likely to cause a sensitisation reaction in some persons compared to the general population.
Substance accumulation, in the human body, may occur and may cause some concern following repeated or long-term occupational exposure.
There is some evidence that inhaling this product is more likely to cause a sensitisation reaction in some persons compared to the general population.
Inhalation of epoxy resin amine hardeners (including polyamines and amine adducts) may produce bronchospasm and coughing episodes lasting several days
after cessation of the exposure.

Z-Poxy (Part B)
TOXICITY IRRITATION

Not Available Not Available

isophorone diamine
TOXICITY IRRITATION

Oral (rat) LD50: 1030 mg/kg][2] [Manufacturer HUE]

Legend: 1. Value obtained from Europe ECHA Registered Substances - Acute toxicity 2.* Value obtained from manufacturer's msds.  Unless otherwise specified data
extracted from RTECS - Register of Toxic Effect of chemical Substances

ISOPHORONE DIAMINE

The following information refers to contact allergens as a group and may not be specific to this product. 
Contact allergies quickly manifest themselves as contact eczema, more rarely as urticaria or Quincke's oedema. The pathogenesis of contact eczema
involves a cell-mediated (T lymphocytes) immune reaction of the delayed type. Other allergic skin reactions, e.g. contact urticaria, involve antibody-
mediated immune reactions. The significance of the contact allergen is not simply determined by its sensitisation potential: the distribution of the substance
and the opportunities for contact with it are equally important. A weakly sensitising substance which is widely distributed can be a more important allergen
than one with stronger sensitising potential with which few individuals come into contact.

Acute Toxicity Carcinogenicity

Skin Irritation/Corrosion Reproductivity

Serious Eye
Damage/Irritation STOT - Single Exposure

Respiratory or Skin
sensitisation STOT - Repeated Exposure

Mutagenicity Aspiration Hazard

CMR STATUS
Not Applicable
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SECTION 12 ECOLOGICAL INFORMATION

Toxicity
Harmful to aquatic organisms, may cause long-term adverse effects in the aquatic environment. 
Prevent, by any means available, spillage from entering drains or water courses. 
DO NOT discharge into sewer or waterways.

Persistence and degradability

Ingredient Persistence: Water/Soil Persistence: Air

isophorone diamine HIGH HIGH

Bioaccumulative potential

Ingredient Bioaccumulation

isophorone diamine LOW (BCF = 3.4)

Mobility in soil

Ingredient Mobility

isophorone diamine LOW (KOC = 340.4)

SECTION 13 DISPOSAL CONSIDERATIONS

Waste treatment methods

Product / Packaging
disposal

Containers may still present a chemical hazard/ danger when empty. 
Return to supplier for reuse/ recycling if possible. 

Otherwise:
If container can not be cleaned sufficiently well to ensure that residuals do not remain or if the container cannot be used to store the same product, then
puncture containers, to prevent re-use, and bury at an authorised landfill. 
Where possible retain label warnings and MSDS and observe all notices pertaining to the product. 
DO NOT allow wash water from cleaning or process equipment to enter drains. 
It may be necessary to collect all wash water for treatment before disposal. 

SECTION 14 TRANSPORT INFORMATION

Labels Required

Marine Pollutant NO

Land transport (DOT)

UN number 2289

Packing group III

UN proper shipping name Isophoronediamine

Environmental hazard No relevant data

Transport hazard class(es)
Class 8

Subrisk Not Applicable

Special precautions for user Special provisions IB3, T4, TP1

Air transport (ICAO-IATA / DGR)

UN number 2289

Packing group III

UN proper shipping name Isophoronediamine

Environmental hazard No relevant data

Transport hazard class(es)

ICAO/IATA Class 8

ICAO / IATA Subrisk Not Applicable

ERG Code 8L

Special precautions for user

Special provisions A803

Cargo Only Packing Instructions 856

Cargo Only Maximum Qty / Pack 60 L

Passenger and Cargo Packing Instructions 852
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Passenger and Cargo Maximum Qty / Pack 5 L

Passenger and Cargo Limited Quantity Packing Instructions Y841

Passenger and Cargo Limited Maximum Qty / Pack 1 L

Sea transport (IMDG-Code / GGVSee)

UN number 2289

Packing group III

UN proper shipping name ISOPHORONEDIAMINE

Environmental hazard Not Applicable

Transport hazard class(es)
IMDG Class 8

IMDG Subrisk Not Applicable

Special precautions for user

EMS Number F-A , S-B

Special provisions Not Applicable

Limited Quantities 5 L

Transport in bulk according to Annex II of MARPOL 73 / 78 and the IBC code

Source Ingredient Pollution Category

IMO MARPOL 73/78 (Annex
II) - List of Noxious Liquid
Substances Carried in Bulk

isophorone diamine Y

SECTION 15 REGULATORY INFORMATION

Safety, health and environmental regulations / legislation specific for the substance or mixture

isophorone
diamine(2855-13-2) is found
on the following regulatory

lists

"US Toxic Substances Control Act (TSCA) - Chemical Substance Inventory"

National Inventory Status

Australia - AICS Y

Canada -  DSL Y

China - IECSC Y

Europe - EINEC / ELINCS /
NLP Y

Japan - ENCS Y

Korea - KECI Y

New Zealand - NZIoC Y

Philippines - PICCS Y

USA - TSCA Y

Legend:
Y = All ingredients are on the inventory N = Not determined or one or more ingredients are not on the inventory and are not exempt from listing(see specific
ingredients in brackets)

SECTION 16 OTHER INFORMATION

Other information
Classification of the preparation and its individual components has drawn on official and authoritative sources as well as independent review by the Chemwatch Classification committee using
available literature references.
A list of reference resources used to assist the committee may be found at:
 www.chemwatch.net

The (M)SDS is a Hazard Communication tool and should be used to assist in the Risk Assessment. Many factors determine whether the reported Hazards are Risks in the workplace or other
settings. Risks may be determined by reference to Exposures Scenarios. Scale of use, frequency of use and current or available engineering controls must be considered.

This document is copyright.
Apart from any fair dealing for the purposes of private study, research, review or criticism, as permitted under the Copyright Act, no part may be reproduced by any process without written
permission from CHEMWATCH.
TEL (+61 3) 9572 4700.
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